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L101 Upgrade Software from Hyper Terminal

1. Device connect with power supply after into “Bootloader” status.
2. Device is connected with PC via USB cable to open Hype terminal.

# ' New Connection - HyperTerminal | = | & = |

File Edit View Call Transfer Help

-
Connection Description M
New Connection

Enter a name and choose an icon for the connection:

Name:

|

lcon:

4 i | b

Disconnected Auto detect  Auto detect SCROLL CAPS |NUM | Capture | Printecho

3. Set “Name” on “ Connection Description” interface as above picture showed after press “OK”
or “Cancel” directly, come to software main interface, select menu “File—Properties” as below
displayed.
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B MNew Connection - HyperTerminal E@g
Edit View Call Transfer Help

MNew Connection

Open...

Save

Save As...

Page Setup...
Print...

Properties

Exit Alt+F4

Displays the properties of the current session

4. Select connect using COM, after click “Configure....”

Mew Connection Properties M
Connect To | Settings

Mew Connection [ Change lcon...

Courtry/region: |China (26)
Enter the area code without the long-distance prefix.
Area code: 020

Phone number;

Connect using: [[:DMEE v”

[ Corfigure... ]

Use country/region code and area code
Redial on busy

0K || cancel

Flow control select None
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COM25 Properties |5 [ S|
Port Settings
Bits per second: [BE:-H}D v]
Data bits: [3 v]
Parity: [Nune v]
Stop bits: [‘I v]
Flowe control: [Nnne v]
[ Restore Defaults ]

[ ok J[ Cancad |[ oy |

5. Click “Call” button from Toolbar :
# ° New Connection - HyperTerminal @M

File Edit View Call Transfer Help

D&z D5

Disconnected Auto detect  Auto detect SCROLL CAP5 | NUM | Capture

Some information will show as below screenpoint:
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L101 Upgrade Software from Hyper Terminal

# ° New Connection - HyperTerminal

= [ B [ |

File Edit View Call Transfer Help

= Ulbo Tech L1681 IAP App

(Version 1.013)

= ————

By Yang Bing

Aug 1 2014

Main Menu
Press "1" to download firmware with verify
Press "2" to download firmware without verify
Press other key to exit bootloader

Connected 0:00:00 Auto detect 2400 8-N-1 MNUM

Input “1” or “2” to choose software upgrade method, device will prompt “waiting for the
firmware file to be sent...” as below showed :

B " 11 - HyperTerminal =NAS X
File Edit View Call Transfer Help

= Ulbo Tech L1681 IAP App

(Version 1.013)

= ————

By Yang Bing

Aug 1 2014

Main Menu
Press "1" to download firmware with verify
Press "2" to download firmware without verify
Press other key to exit bootloader

for the firmware file to be sent ...

Waiting
8888

Connected 0:00:05 Auto detect 2400 8-N-1 MNUM

6. Click menu” Transfer—Send File...” to get “Send File” interface as below
displayed:
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87 Send File ol X

Folder: D:Program Files“hyperteminal

Filename:

| Browse. ..

Protocol:
[Zmudern with Crash Recovery v]

Send Close ” Cancel ]

Select upgrade software and “ Xmodem” protocol, after click “Send”
i1 Send File |2

Folder: EAL101

Filename:

EALT0TALI0T frmw

Protocal:
[Zmodan with Crash Recovery v]
1K ¥modem
Kemit
L Ymodem _
“— Ymodem-3 o
Zmodem
Zmodem with Crash Recovery

Now software showed file sending status :

EKmaodem file send for 11

Sending:  EALTOALT07 frowe

Packet: 136 Emor checking:  Checksum

Retries: 0 Total retries: 0

Last emor:

File: L] 10K of 87K

Elapsed: 00:00:04 Remaining:  00:00:30 Throughput: 2560 cps
[ Cancel | [ cpa/bps

7. The sending interface will close automatically after file send out ,at the same time device output
upgrade successfully and start operating upgraded software. Then close COM and software , the
software upgrade ending.
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8 11 - HyperTerminal u_léj':' =

File Edit View Call Transfer Help

= Ulbo Tech L1681 IAP App (VYersion 1.013)
S4t———— By Yang Bing Aug 1 2014

Main Menu

Press "1" to download firmware with verify
Press "2" to download firmware without verify
Press other key to exit bootloader

Waiting for the firmware file to be sent ...

SX5EEEEEE

m

Programming completed successfully!

Program run. ..

Connected 0:01:28 Auto detect 2400 8-N-1 MNUM
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